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Abstract-Electric currents are applied to body in numerous
applications in medicine such as electrical impedance tomog-
raphy, cardiac defibrillation, electrocautery, and physiotherapy.
If the magnetic field within a region is measured, the currents
generating these fields can be calculated using the curl operator.
In this study, magnetic fields generated within a phantom by
currents passing through an external wire is measured using a
magnetic resonance imaging (MRI) system. A pulse sequence that
is originally designed for mapping static magnetic field inhomo-
geneity is adapted. AC current in the form of a burst sine wave is
applied synchronously with the pulse sequence. The frequency of
the applied current is in the audio range with an amplitude of 175-
mA rms. It is shown that each voxel value of sequential images
obtained by the proposed pulse sequence is modulated similar
to a single-tone broadband frequency modulated (FM) waveform
wlth the ac magnetic field strength determining the modulation
Index. An algorithm is developed to calculate the ac magnetic field
intensity at each voxel using the frequency spectrum of the voxel
slgnal. Experimental results show that the proposed algorithm
can be used to cal cu Iate ac magnetic field distribution within a
conductlng sample that is placed in an MRI system.

Index Terms- Current density imaging, magnetic field mea-
surement, magnetic resonance imaging.

in conductivity values in these regions. On the other hand,
if one could measure the inside current distribution, then one
could possibly use this information to obtain high-resolution
uniformly throughout the whole imaging region. In fact, it has
been show n for 2-D objects that, in order to obtain such a
uniform resolution it suffices to measure only the orthogonal
component of the magnetic field generated by the internal
current distribution [1], [2]. Another application, for which
the internal current distribution could be sought, is when the
spatial dependence of RF power deposition inside the body
is to be optimized during therapeutic applications as well as
in imaging techniques using application of RF fields (such as
magnetic resonance tomography).

Scott et al. have used magnetic resonance imaging (MRI)
techniques to measure the dc current density distribution inside
an object [3]. The same investigators have extended their
method to RF frequencies as well [4]. They can measure the
distribution of RF currents injected to an object during a MRI
data collection procedure. All these methods aim at measuring
the magnetic fields generated by the current distribution,
because the current density can be easily calculated using the
curl operator if all three components, (x, y, z), of the magnetic
field are known.

In this study, a new method is proposed to measure the ac
magnetic field distribution in an object at audio frequencies.
The study is confined to measuring the internal z-component
of the ac magnetic field in a two-dimensional (2-D) object
lying in the x-y plane. The method which is proposed in this
study can be extended to measure the three-dimensional (3-D)
magnetic field in a 3-D object as we have discussed in the
discussion section. Since the aim of this study is to measure
ac magnetic fields within a phantom, calculation of the current
density distribution is not studied. Therefore, ac magnetic
fields are generated by a current carrying wire external to the
phantom to generate a known field distribution.

The proposed method makes use of a standard whole body
MRI system. AC magnetic fields are induced in the 2-D
conducting object while it is seated in the gantry of the MRI
system. For this MRI system, a new pulse sequence and a
new data collection procedure are designed and implemented.
AIso, an algorithm is proposed for processing the acquired
data. Experimental results are reported and they show that the
proposed methods are feasible and potentially useful.

I. INTRODUCTION

M EASUREMENT of current density distribution inside
a conducting object is desirable in several areas of

investigation. Knowledge about the distribution of bioelectric
currents inside the human body could be beneficial in solving
the inverse problems of electrocardiography (ECG) and elec-
troencephalography (EEG). Similarly, knowledge about the
internal current distribution could be used to increase spatial
resolution in electrical impedance tomography (EIT). In EIT.
ac (l-kHz-500-kHz) currents are injected into a conducting
object and surface voltage measurements are made. From
these measurements. the internal conductivity distribution is
reconstructed. In this imaging technique. resolution is low for
regions distant from the surface because of the relative insen-
sitivity of the surface voltage measurements to perturbations
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II. EXPERIMENTAL METHODS

A 0.15- T MRI system, developed in ouT laboratory [5],
is used for data collection. The direction of the main dc
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Fig. I. Experimental setur which is used to acquire data. The ac magnetic
field is measured within a cylindrical rhantom filled with CuS04 solution. The
image voxel on which analysis is carried out is 1.5 cm away from the current
carrying wire. The current carrying wire is 2S-cm Jong and 5.7 cm away from
the center of the disk. Wires leading to the 2S-cm wire are not shown.

Fig. 2. MRJ Pulse sequence and its relation to the applied current.

samples are recorded. This complete cycle show n in Fig. 2
is repeated every 400 ms (repetition time). Each time this
sequence is repeated. the values of Gx and Gýý are changed
such that Gx = 9x * m and Gýý = 911 * n for all values of
m = -16 to 15 and n = -16 to 15 where 9x and 911 are
constant and define the step size in spatial frequency domain.
The time interval between the peak of RF90 and the peak of
the echo signal (Echo Time) is 36.5 ms and the sampling rate
is 4500 Hz. The whole data collection is repeated two times
and the two sets of data are averaged in order to improve SNR.
Imaging region is 20 cm*20 cm.

Raw data sets are processed by software which are devel-
oped using BORLANDC 3. i and MATLAB.

magnetic field of the MRI system is taken to be the z-direction.
Experiments are carried out with the setup shown in Fig. i.
The object to be imaged is a disk with a thickness of 2.5
cm and a diameter of i i cm. und it is placed such that its
circular cross section is in the x-y plane. It is filled with a

copper sulphate solution (I g/dl) to reduce the longitudinal und
transverse spin reluxation times. A current carrying straight
wire. 25-cm long. is pluced 0.2 cm uwuy from the side of
the disk and directed ulong y-axis. The current in the wire

geneTates magnetic fields within the object. Note thal the
generated fields are in the z-direction within the object. At
this point it must be stressed that only fields which are purullel
to the main magnetic field can be measured in MRI systems
using ouT proposed method. The wires leading to and from the
25-cm wire are placed in the z-direction as long us possible.

Therefore. distortion caused by these wires in the z-direction
magnetic field in the plane of the disk is minimized.

Three experiments are performed. The first set of data is
acquired with no ac current applied. The second set of data
is acquired with a sine wave current at 200 Hz. In the third
experiment a i OO-Hz sine wave current is applied. For the last
two experiments. the applied current is 175 ma (rms).

The MRI pulse sequence used in this study to acquire the
data is given in Fig. 2. The first pulse applied is the 90° RF
pulse (RF90). This pulse rotates the mugnetic moment of the
protons (termed as spins) from longitudinal direction to the
transverse plane. Slice selection gradient pulse in z direction is
applied together with the RF pulse to excite spins only within
the selected slice. Af ter the RF90. spatial encoding gradients in
x and y directions are applied. The NMR signul is the n recuIIed
by a i 80° RF refocusing pulse (RFI80) and the resulting spin
echo is recorded in the absence of any upplied field gradient.
The sine wav e ac current is synchronized with the RF90 and
it is started right af ter RF90 so that transients of the current
applying circuit disappear before read out. This sine wave lasts
for 120 ms (for this specific experiment. it could be aþ sh ort
as 49.4 ms). Data coIIection starts at 21 ms af ter the beginning
of ac current and lasts for 28.4 ms. From the echo signal. 128

III. THEORY

In the ýýbsence of an internal ac magnetic field distribution,
the pulse sequence shown in Fig. 2 is the same as the one
used by Maudsley et al. to calculate the z-component of the
main magnetic field inhomogeneity [6]. During the observation
period, if there is no internal ac magnetic field distribution, the
spins evolve under the influence of the z-component of the
static magnetic field inhomogeneity, B(x, y) . k. only, where
k is the unit vector in z-direction. If also a time varying (ac)
magnetic field b(x, y) cos(wt + a) . k is added to the static
magnetic field inhomogeneity, where a is arbitrary but fixed,
then the equation of the spin echo signal becomes [7]

s(u,'v,t) = !!M(x,y)ej8ej(XU+YV)

. ej-y JJ(B(x,y)+b(x,y)r:os(wt)) dt dx dy

or

" "
. ej-y(B(x,y)t+b(x,y)sin(uýt)/w) dx dyo (I

M(:ý:, y) is a measure of the density of protons within a
voxel at coordinates (x, y). The phase angle accounts for all
the constant phase terms accumulated. This phase term does
not affect our calculations. therefore. it will be included in
the magnetization vector, M(x, y). and will not be considered
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further. "( is a constant called "gyromagnetic ratio" and its
value is 4.26* i 07 Hzffesla for protons (Hydrogen atom). u
and v in this equation are termed as "spatial frequencies" and
are defined as u = "( . G., . TG and v = "( . Gy . TG, where TG

is a constant, representing the duration of the gradient pulses.
By sampling s(u,v,t) in (u,v,t) axes, one obtains a 3-0

data matrix from which 2-D matrices are extracted. Each 2-
O matrix contains elements of s (u, v, t) at a fixed time t for
changing values of G., and Gy (or, equivalently, of u and v).
Two-dimensional Fourier transform (PT 2 { . } ) with respect to u
and v is applied to each 2-0 matrix. This operation transforms
the data from spatial frequency domain to the space domain.
Thus, if

mf(x,y)
S(x,y,t) =FT2{s(u,v,t)}, then
S(x, y, t) = M(x, y)ej-y (B(x,y)t+b(x,y) sin(wt)/w) (2)

Fig. 3. Bessel functions of the first kind as a function of mf. Only the
functions up to fourth order are drawn.By defining mf(x,y) = 'Y. b(x,y)jw and wc(x,y) = 'Y

B(x, y), (2) becomes

S(x, y, t) = M(x, y)ejwc(x,y)tejm/(x,y)sin(wt), (3)

-
-1500 -1000 -500 O 500

frequency in Hz

Fig. 4. Magnitude of the frequency spectrum of the voxel signal for the
case of no ac current applied (arbiýrary units). Observations are for the voxel
shown in Fig. I.

their ratio is obtained by observing the difference of the phases
of the peaks in the spectrum. From (4) it is clear that, the ratio
R = Po/Pý must be equal to Jo(m/(x,y))/Jý(m/(x,y)).

For a measured value of R we found mý (x, y) by finding
the root of the equation

R - Jo(mj(x,y))/Jý(mj(x,y)) = o (5)

(4)
.J" (1//./(;1:, :1/)) is the Bessel function of the first kind of order

'lý and argument m i, A plot of these functions up to fourth
ordcr is given in Fig, 3, In communication theory, m/(x, y)
is called the "modulation index," Ulc is called the "carrier
frequency" and '/11 is the "modulation frequency," We arrive
at several conclusions from (4),

i) If no ac magnetic field exists, m/(x,y) = O, and,
therefore. .Jo(m/(x, y)) = 1 and all higher-order Bessel

functions are zero, This results in a single peak at
frequency '/II" in the frequency spectrum of the voxel

signal.
2) If an ac magnetic field is applied, the spectrum of the

voxel signal contains a carrier component at frequency
'II/" and an infinite set of side frequencies located sym-
metrically on either side of the carrier at frequency
offsets of '111,2'111, 3ul, , . , .

3) For smail values of mý. the magnitude of Jo is large and
magnitudes of higher-order Bessel Functions are close to
zero. Thus. the detectability of the side lobes decreases
if the amplitl:ýde of the applied current is decreased or
its frequency is increased,

Using (4) and the frequency spectrum of voxel signal
for each space coordinate, it is possible to calculate the
ac magnetic field intensity, b(x, :IJ). within the object to be
imaged. Let PO and Pý be the measured magnitudes of the
central peak and the first si de peak of the frequency spectrum
of the voxel signal. respectively. Magnitudes of these peaks are
obtained from the magnitude of the spectrum. The polarity of

by using the Bessel functions and nonlÝnear function min-
imizÝng routine FSOLVE of MATLAB. This routine uses
Gauss-Newton method with a mÝxed quadratic and cubic line
search method. Precision of the required solution was selected
to be 10-4. The initial value for m,ý was given as 0.01 and
the solution invariably converges to a value between O and
3.8 (at approximately 3.8. Jý has its first zero crossing). lt is
explained in the discussion that within this range (5) has a
unique solution.

At this point it mu st be stated that the 128-point voxel
signals are padded with zeros to obtain a i 024-point sequence
before fast Fourier transform (FFf) is applied. to increase
frequency resolution in the FFf calculations. The sampling

For any voxel located at (x, y), S(x, y, t) will be refen-ed to
as the voxel signal. From (3), it is see n that the voxel signal
has the form of a single-tone wide band frequency modulated
(FM) signal [8].

The Fourier series representation of (3) is given as
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Figo 60 Magnitude of the frequency spectrum of the voxel signal when
JOO-Hz ac current is applied (arbiýr:ýry units)o Observ:ýtions are for the voxel
shown in Figo lox ýo'
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Fig. 5. (;ý) Re;ýl p;ýrt of the vo~cl !iigrn.1 li)r ýhc ý;;ý!iC of 2(K)-Hz ;ýý; currcnt

;ýppliý;;ýtion (rnýrrn;ýlized unit!i). (b) M;ýgniýudc of the frequcný;y !ipeý;ýrum of the

vo~cl !iign;ýl (;ýrbiýr;ýry unit!i). Ob!iCrv;ýliým!i ;ýrc for the vo~el !ihown in Fig. I.

window that we use is 28.4 ms. This means the side lobes that

we see in the spectrum (which are ideally impulse functions)
will spread by 2. 1/28.4 ms which is equal to :1:35 Hz. Even
with the 100 Hz ac field application case the :1:35 spread will
not be a problem. 30 40

~

o o

(b)

Fig. 7. (a) Measured mýýdulation index ('" f) distribution within the phan-
tom shown in Fig. I. calculated from the data acquired when lOO-Hz. 175-mA
current is applied. (b) "'fdistribution calculated at the center of each voxel
using Biot-Savan law li)r the name geometry and experimenta) conditions.

200-Hz modulation. The argument of the Bessel functions.
11/.1(;1:. :1/) in (4). is inversely proportion al to frequency. as
shown in (3) and. theretüre. it is indeed expected that side
lobe amplitudes increase as the frequency decreases. provided
that the argument is less than 3.8. Indeed. using the ratio of
the first side peak magnitude to the central pea k magnitude.
and the method explained in Section III. the value of rný is
calculated to be 1.7 and 0.89 for the i OO-Hz and 200-Hz cases.
respectivelv.

IV. RESULTS

Time variation of the value of the voxel indicated in Fig. i
is investigated under different experimental conditions. For
the case of no applied ac current, the magnitude of the Fourier
transform of the voxel signal is drawn in Fig. 4. In the Fourier
transform there is only a single peak. The frequency of this
peak is proportional to the static field inhomogeneity at that
voxel [defined as 'lll,. in (3)].

Results for the case of 200-Hz ac current application are
shown in Fig. 5. Side frequency peaks with 200 Hz separation
can be clearly seen in this figure. The case of i 00 Hz
modulation is illustrated in Fig. 6. In this figure, the side
frequency peaks are separated by i 00 Hz as expected. It
is also observed that, the amplitude of the side frequency
peaks relative to the central peak are significantly larger for
the case of lOO-Hz modulation as compared to the case of
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Using the relations given in (3) and the calculated values of
mf, the value of ac field at the considered voxel is calculated
to be 0..0399 Gauss and 0.0417 GaUfis for t~ i OO-Hz and 200-
Hz cases respectively.. Sin,ce the applied current magnitude is
the same in both cases, the magnitude of the ac magnetic field
must also be the same.. The difference in the calculated values
reflect the effect of noise and experimental errors.. The value
of the field was also calculated by the Biot-Savart law for the
actual current wire geometry and this value was found to be

0..033 Gauss..
In order to find out if any systematic errors are made or

not, the measured 2-0 distribution of the modulation index
mf(x, y) is also displayed in Fig.. 7(a).. This distribution is
calculated from the data acquired when i OO-Hz, I75-mA
current is applied.. The magnetic field distribution, b(x, y), is
calculated also by Biot-Savart law for the same geometry and
experimental conditions.. From this expected field distribution,
the 11/.f(x, y) distribution is calculated and it is illustrated
in Fig.. 7(b).. The measured and the calculated distributions
exhibit approximately (1 /r) type dependence, which is the
expected spatial dependence of the magnetic field generated
by a straight <:urrent carrying wire..

V. CONCLUS/ON AND DISCUSSION

We have shown by deriv.ýtion that the presence of an ac
magnctic field in z-direction results in an FM type time
dependence of the voxcI v.ýlucs of the scqucnýial images
obtaincd by thc pulse scqucnce uscd in this study. Wc have
also shown that the expcrimcnt.11 results are vcry much in line
with this thcory. It must .ýlso hc notcd th.ýt the prcscnt method.
which modcls the voxci sign.ýl as an FM signal. h.ýs provcd to
he vcry uscful in dctcrýýýining the s.ýmpling r.ýte .ýnd the length

of the d.ýta .ýcquisiti(m window.
Thc magnctic field distrihution th.ýt wc have calculated

by Biot-Sav.ýrt Lawand .IS shown in Fig. 7(b) is just an
approxim.ýtion. We have ignored the magnetic fields generated
by currents in the wires which connect the straight wire to the
current source. Moreover. the voxel size in the experiment is
roughly 7 mm . 7 mm . 20 mm. Therefore. the field me.ýsured
by our method may not match with the value calculated at the
center of the pixel using Biot-Savart law. especially in view
of the 1 I". dependence of the magnetic field generated by a
single line. On the other h.ýnd. the field value calculated by
Biot-Savart L.ýw at the center of the voxel show n in Fig. i
(0.033 Gauss) is 6% difterent th.ýn the field calculated .ýt i

mm .ýway from the center toward the wire (0.035 Gauss).
Therefore. the I.ýrge pixel size can he a major source of error
bctween the calculated .ýnd measurcd values. Thcre are also
me.ýsurement errors. namely. errors in finding the peaks of

the spectrum lobes and random noise in the sign.lls. Despite
these possible sources of errors. the diffcrence between the
c.ýlculated and me.ýsured magnetic fields does not exceed 20('/('.

From (3) it is seen th.ýt "'lf{;I~' ~/i) decrcases with decre.ýsing
amplitude or increasing frequency of the applied current. This
c.ýuses the magnitude of the sidc peaks in the frequency
spectrum of the voxel sign.ýl to bccome comp.ýr.ýble to noise
and. therefore. crrors in the calcul.ýtion of b{;r. :1/) increase. In
order to incre.ýse the side lobc aýýýplitudes. one may choose to

use a higher field MRI system. A higher dc magnetic field will
increase the magnitude of the magnetization vector M (.7:, :1/)
and, therefore, all side lobes will increase in amplitude as seen
in (4). However the noise in the spectrum will not increase in
the same proportion because, it is well known that in higher
field MRI systems SNR is higher [9]. For example, if a 0.47-
T MRI system is used, a fivefold increase in SNR may be
expected compared to that of a 0.15- T system [9]. Hence,
with a high field MRI system, it may be possible to measure
magnetic fields generated by currents with lower amplitude
and higher frequency. It is also possible to increase SNR by
increasing the number of averaged data sets. However, the
imaging sequence lasts 13 min and 40 s with two data sets
averaged. Therefore, long imaging times must be considered
as the number of sampling averages are increased.

Static magnetic field inhomogeneity is approximately within
:!:30 ppm in the imaging region, which corresponds to :!: 192-
Hz shift in frequency. Chemical shift is not significant at
0.15- T field strength. Since our signal is an FM signal, its
bandwidth is much larger than the frequency of the modulating
signal plus center frequency due to dc field offset (sidelobes at
harmonics of modulating frequency appear). Our analog filter
bcrore digitization has a cutoff at 2250 Hz and our sampling
Irequency is 4500 Hz. Therefore, for a modularion frequency
of 2()() Hz, up to ten sidelobes fal i within the bandwidth of
our signal acquisition system. Since we only use Lo/ .11 ratio,
a much smailer bandwidth would suffice, however, in order
to verify our thcory and not to exclude the possibility of
using higher sidelobes in our calculations, we decided to use
a 2250-Hz lowp.ýss IiIter.

In our experimcnts, thc applied current and, therefore, the
magnetic licld gcneratcd by this current were large compared
to wh.ýt one may encounter in a real medical EIT experiment.
Thcrcfore, in fulure studies, .the lower limit of the applied
currents will have to be established in order to understand if
these new methods are appropriate, for example for medical
EIT. So far we can claim that in nonmedical EIT applications
the magnetic fields generated by the currents flowing in the
imaged object can be measured using MRI. Once the magnetic
field distribution is measured (at least in three directions),
one can calculate the currents generating these magnetic
fields. In theory, any information about the internal current
distribution can be incorporated into the EJT reconstruction
algorithms in order to increase spatial resolution, especiaIIy
for interior regions of the imaged object. However, it may
not be necessary to calculate ýhe currents and it may suffice
to incOl-porate the m.ýgnetic field information directly into
the reconstruction algorithm. Simul.ýtion studies i I], 12] have
shown that knowledge of the m.ýgnetic field distribution within
the object in an EIT expcriment improves the resolution of
the obtained conductivity distribution image in regions distant
trom the surface. The frequency of the applied current was
also tower ýhan those used in medical EIT experiments. The
reason t(Jr selecting a lower frequency value was to utilize a
large 'I/If v.ýlue and, thus. to reduce errors in the measurement
of the .ýc m.ýgnetic field.

In Secti{}J1 II, it was mcntioned that the ac fields which are
in the same direction with the main dc m.ýgnetic field of the
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Fig. B. Ratio of zeroth- and first-order Bessel Functions. Jo/ Jý, as a
function of ný f' Note that the function is one-lo-one within the interval (O,
3.B).

The ratio of Bessel functions, Jo/ Jý is a monotonically
decreasing function within the interval of modulation index
(mý) values from O to 3.8. For a domain of O < mý < 3.8,
the range of Jo/Jý ratio is from -00 to +00. However, this
same range of Jo/ Jý ratio is generated by other domains of
m i as seen in Fig. 8. Therefore, provided that m i is between
O and 3.8, one can find a unique solution to (5). However,
a higher-order Bessel function has its first zero crossing at a
larger m i value. This yields a monotonically decreasing Jo/ J2
ratio, for example, for a wider range of m i values. Therefore,
by including the information contained in the peaks of higher-
order Bessel functions, we can measure the field values within
a wide range. In this study, with the current amplitude and
frequency ranges that we used, the m i values stayed in the
interval (O, 3.8) as can be seen in Fig. 7(a). Therefore, in this
study we did not use the information contained in the higher-
order Bessel functions. It is also evident from Fig. 7(a) and
7(b) that a systematic error was not made in calculating m i'
However, it is stili necessary to develop an algorithm which
has a wider range of unique solution possibility.

The results of the experiments reported in this paper validate
our formulations and give a measure of our accuracy. In future
studies, the field distribution generated by injecting currents
into a phantom will be measured and the effects of internal
conductivity pattern on this distribution will be investigated.
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